INtercall

It's hardly surprising that the Intercall 600 system is the UK’s best-selling non-speech

nurse call system. It's simple to install, easy to use and completely user-friendly for patients
and staff alike. All room descriptions are fully programmable using a PC or laptop computer.
In fact, with its five call levels and total flexibility, the Intercall 600 is the only such system

to be recommended by the National Care Home Association.

Complete flexibility to suit your individual requirements.

L622 standard call point — a call point is needed for every individual call location on the system. Every L622 unit
features five levels of call, multi-colour re-assurance LED alerts and a ‘call follower’ sounder. The jack socket accepts
inputs from a wide range of triggering devices such as pear leads, pressure mats and portable radio triggers.

A magnetic reset option is also available (order code L622M) which only allows the reset function to be activated

by the use of a magnetic key.

L628 LCD display units — designed to give clear indication and alarm at every monitoring location. The unit features
an LCD display with backlight, multi-level adjustable alarm, day/night volume control, ‘priority’ alarm tone for specific
call locations, configuration menus and an output which can be connected to trigger external equipment. All displays

work identically but can be configured on-site to operate independently.

L733 door monitoring/access control point — ideal where you have to protect fire doors, entrance & exit doors or
other sensitive areas. The unit is easily controlled by a key token, which performs all functions when brought near the
token detection area on the front panel. A built-in 20 second exit timer with audible bleep and mode jumper prevents

sensitive or dangerous exit doors being permanently left open.

SCP slave call point — designed for use in one room or ward where each individual bed doesn’t need a separate
identity on the call system. The unit features a call button, pear lead jack socket and re-assurance indicator. Units
must be connected to a standard call point or room controller to generate the call identity and to provide the reset.

Slave call points can only generate a standard call from either the call button or pear lead socket.
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